
Sampling Results - VOCs and Explosives
Load Line 1 Treatment Plant
5 January - 20 February 2006 

Former Nebraska Ordnance Plant, Mead, Nebraska

Sample Date
Description Sampled Parameter Result

01.05.06 TCE 9.05 μg/L

01.05.06 TCE 8.99 μg/L

Treatment Plant Effluent 
(water) 01.05.06 TCE ND

01.05.06 TCE ND

01.05.06 TCE ND

02.13.06 TCE 11.3 μg/L

02.13.06 TCE 11.4 μg/L

Treatment Plant Effluent 
(water) 02.13.06 TCE ND

02.13.06 TCE ND

02.13.06 TCE ND

02.20.06 TCE 11.2 μg/L

02.20.06 TCE 11.7 μg/L

Treatment Plant Effluent 
(water) 02.20.06 TCE ND

02.20.06 TCE ND

02.20.06 TCE ND

Notes:
1. All other influent and effluent VOC and explosives results were non-detect during the above sampling events.
2. Sampling frequency is defined in the Draft-Final Load Line 1 Containment System Remedial Design (July 2005).

ND - Non-detect
TCE - Trichloroethene

5043-0206-AIR-EFF-002
Treatment Plant Effluent 

(air)
5403-0206-AIR-2EFF-002

Sample

5043-0206-AIR-EFF-001

5403-0206-AIR-2EFF-001

13 February 2006 Sampling Event

5403-0206-LL1-EFF-002

5403-0206-LL1-EFF-001

Identification

5403-0206-LL1-INF-001

5403-0106-LL1-2INF

5403-0106-LL1-INF

20 February 2006 Sampling Event

5403-0106-AIR-2EFF

5043-0106-AIR-EFF
Treatment Plant Effluent 

(air)

5 January 2006 Sampling Event

Treatment Plant Influent 
(water)

5403-0106-LL1-EFF

Treatment Plant Effluent 
(air)

Treatment Plant Influent 
(water)

Treatment Plant Influent 
(water)

5403-0206-LL1-INF-002

5403-0206-LL1-2INF-002

5403-0206-LL1-2INF-001
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